




Initial dispensing of ionized water with the Homay CHI: 
 
 
Please flush the ionizer before starting to drink ionized water for 3 days:  
 

1) Day 1, flush the ionizer for 10liters to remove carbon particles and 
plastic residue (setting: initial drinking) 

2) Day 2 and 3: It is recommended to flush twice a day, 5 liters morning 
and evening, in order to continue flushing out the filter particles, and 
any plastic residues of the production materials, before drinking the 
water. 

3) Day 4 – 10 begin drinking ionized water, however it is recommended 
to let the machine flush the first 2liters before dispensing water for 
drinking. 

4) After the period of approx 10 days, the flushing of the machine is 
complete.  

5) enjoy! 
 
Pressure/Water Flow rate: do not run the ionizer faster than 1.6l (or up to 
2.0liters when water source is rich in mineral content), as the ionization gets 
marginalised, and with too high flowrate/water pressure the ionizer won’t 
ionize well or not at all.  
If your water pressure is very high and shows high flow rates above 
1.6l/2.0l, then make sure to adjust the lever of the tap to reduce the flow. 
Alternatively a pressure reducing valve can be installed for easy control, at 
additional expense.  
 
Acidic drain water:  
Benchtop installation B-type:  The acidic drain hose runs into a sink, or into a 
container, what ever is preferred, and needs to be gravity drain. 
 
Undersink installation U-type: The acidic drain is connected either with the 
brine drain connector (part is supplied), or alternatively a barb connector to 
the drain pipe of the kitchen sink. (see installation details) 
Or it can run into a container/drum to collect acidic water for cleaning, 
watering plants, etc. 

 
PH testing: please note, low pH in ionized alkaline water can be an 
indication for lack of minerals in the water supply. Ask us for more details. 
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